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6)
Direct acting hotgas bypass regulator, adjustment range p"6" 1,0-6,0 bar.

Type
Nominal Bypass Capacity Qp(D

kw
R12 | R22 | R502

Line connections
Flare/ODF

mml Soldering SAE
inch

ACP 1

ACP2
ACP 3
ACP 4
ACP 5

0,18
0,25
0,42
0,6
0,99

0,35
0,46
0,77
1,13
1,83

0,28
0,3s
0,63
0,92
1,48

6x10
6x10
6x10

10x10
10x 10

r/t, x3/a
1/t x3/s
1/4 xsls
3/6 x 3/6

3/g x3/s

ACP External pressure connection on request.

Direct acting hotgas bypass regulators CPHE
with interchangeable cages and power assemblies. Adjustment ranse psss 1,0_ 6,0 bar

Pilot.operated hotgas bypass regulators Series FA g and FA 9 6
with integrated constant pressure pilot and solenoid valve pilot.

Series
Type

Nominal Bypass
Capacity O

kw Flange Conneclions
R12 R 22 und R 502 R12 iR22 R 502

FA 8.
FA 8.
FA 8-
FA 8.
FA 8.
FA 8.
FA 8.

11 F-X
12F-X
13 F-X
14 F-X
15 F-X
16 F-X
18 F-X

11 H-X
12H-X
13 H-X
14 H-X
15 H-X
16 H-X
18 H-X

7,2 | 13,3
18,0 | 33.0
31.3 1 57,1
72.2 t 132.8
82.8 i 151.8

128.3 236.0
217,8 I 4oo,o

1 1,6
29,1
50,2

I 16,9
133,6
207,4
350,9

see page 15/8

(! Nominal Bypass Capacity Qj1 is based on polytrope compression at following conditions:
evaporating temperature + 4oC
suctiongas temperature + lBoC
condensing temperature +38"C
evaporating pressure change from
closed to rated opening 0,S bar

@ lf not ordered otherwise, vatve with standard line connections angle solderinq stvle MU will be
delivered. Other line connections.(see p€ge 12/11) atextrachargà. Figures güe thé ùneiutèiàé
diameter for which flange is suitable a[feÉrale solilering (ODF).-

@ nange also suitable for male soldering(ODM) 22 X 28 mm or z/e,'X 1.1V8,,.

@ Hange also suitable for male soldering (ODM) 2g X 2g mm or 1.1/s,, X 1.Ve,,.

0 Series FA 9 is eqgipped with additional second solenoid pilot valve to get fuily open position for
unloaded start (Extra charge).

External Air Connection for pn.eumatic.compensation permitting varying operating conditions
of direct acting and pilot operated regulatord.

Selection of Regulator
At other operating conditions than those under foolnote O proceed as follows: Multiply bypass
capacity 9s.yp. by correction factor Ksyp. Result is nominal bypass capacity Ox toi,,,ifriin tne
regulator is to be selected:

Oeyp XKgyp -QN
Correction Factor Ksyp

Evaporalino TemDerature o C +10 +5 t0 -5 -10 -15 -20 -25 -JU -âÂ -40

Correction Faclor KB
R12
R22
R 502

0,98
0,99
0,98

,00
,00
,00

1,O2
1,01
1.02

1,04
1,O2
1,05

1,O7
1.03
1,08

,08
,04
.11

1,1 I
1.05
1,r4

,ts I

.06 I

,rz I

1,15
1,08
1,20

.18
,10
.23

1,20
1,12
1,27

0)

CPHE

FA8

ü

Type

Nominal Bypass
Capacity O

KW
Cage

no.

Power
Assy

no.

Body-Flange

no-

Standard Line Connections
Angle Soldering Style O

ODF
Line

Connec-
tions

std.
Pack
Qtv.mm

inlet x oulletR12 R22 R 502 inlet x outlet

CPHE.1 1,2 2,2 2,0 x22440-858

x7118-4

c 501 -7 MM
c 501 -7

12 x 16
1/2 x 5/s
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CPHE-2 2,6 4,7 4,2 x22440-888 A 576 MM
A 576

16 x22
s/s x7/s@

CPHE-3 4,2 7,6 6,7 x 1 1 873-B5B 1 0331 22 x22 7ia x7la

CPHE.3,5 6,6 12,1 10,7 x 91 17-B7B

x7428-2

91 53

22 x 22O 7/s x7/aoCPHE.4 10,4 19,1 16,8 x 9117-B9B

CPHE.5 14.7 27,1 23,8 x 9166-8108

CPHE.6 19,5 34,9 30,6 x 9144-8138 91 49 22x22 7/a xt/a

e))



ACP CPHE

REGULATEURS

REGULATEURS DE BY.PASS GAZ CHAUDS

Série ACP : Egalisation de pression interne
Plage d'application de 1 à 6 bar absolu
Puissance de 0,35 kV/ à 1,83 kW (R-22)

Série CPHE : Egalisation de pression externe
Plage d'application de 0,4 à 6 bar absolu
Puissance de2,2 kW à 35 kW (R-22)

Série FA8 :
Pilotée pour puissances de 57 kW à 400 kW (R-22)

REGULATEURS DE PRESSION DE CONDENSATION

Série HP:

Vanne 3 voies avec dôme préchargé eî gaz
Maintien d'une pression de condensation suffisante par engorgement du
condenseur
Pas de modification du réglage nécessaire (été / hiver)
Possibilité d'avoir un montage en parallèle HP

EPRBS

IPR

Série EPRB (S) : Puissance de 16,5 à 54 kW (R-22)
Pilote avec mécanisme équilibré insensible aux variations de pression
Peut-être équipé d'une VEM (version S) permettant la fermeture forcée
de la ligne d'aspiration

REGULATEURS DE PRESSION D'EVAPORATION

Série IPR : action directe, prise de pression et filtre à I'entrée du régulateur

REGULATEURS DE DEMARRAGE

Série OPR : Action directe, prise de pression et filtre à I'entrée du régulateur

REGULATEURS DE PRESSION DE CONDENSATION

OPR et IPR en combinaison, à sélectionner de manière cohérente

REGULATEURS DE PRESSION D'EVAPORATION
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